room configuration | large church dual camera

Live Streaming / Broadcasting
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room configuration | large church dual camera

Live Broadcast Studio (SDI to USB)

Includes:

(1) PTZOptics 12X-SDI

(1) PTZOptics 20X-SDI

(2) Epiphan SDI2USB3.0

(2) 150’ HD-SDI

(1) DB9 Male to Female Cable

(1) Cascade M-M 8 Pin MiniDin Cables

EXiSting: DB9 Male to Female

Existing Broadcast Switcher
Dedicated PC

Mounting Options:
Wall Mount (PT-WM-SM)

. Color Code Legend
Ceiling Mount (PTZO-CM)

HDMI or HD-SDI

USB3.0/2.0

RS-232/DB9

Stage

Cascade Cable Male-to-Male 8 Pin MiniDin

Computer running Wirecast,
Wowza or Vmix

150’ HD-SDI

USB 3.0 USB 3.0

USB 2.0

Joystick Controller
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150’ HD-SDI



room configuration | large church dual camera

Live Broadcast Studio (SDI to USB)

Includes:

(1) PTZOptics 12X-SDI

(1) PTZOptics 20X-SDI

(2) Epiphan SDI2USB3.0

(2) 150’ HD-SDI

(1) DB9 Male to Female Cable

(1) Cascade M-M 8 Pin MiniDin Cables

Existing:
Existing Broadcast Switcher
Dedicated PC

Mounting Options:
Wall Mount (PT-WM-SM)
Ceiling Mount (PTZO-CM)

Top down layout
done with our room configuration tool
Try free for http://designer.ptzoptics.com
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